Environmental Health Perspectives
Vol 8, pp. 165-190, 1974

Potential Dilemma: The Methods of
Meeting Automotive Exhaust Emis-
sion Standards of the Clean Air Act

of 1970

by Warren T. Piver *

This review attempts to provide an overview of the interconnected industrial changes
associated with compliance with the exhaust emission standards of the Clean Air Act of 1970. To
understand the complex nature of air pollution problems, Federal legislation, and compliance
with this legislation requires an understanding of automotive technology, petroleum refining,
atmospheric chemistry and physics, economics, and public health. The endeavors of all of these
different areas impinge to a greater or lesser extent on the final response to the Clean Air Aet
which is designed to safeguard public health.

This overview begins by examining gasoline refinery practice and gasoline composition.
Included in this discussion are average values for trace contaminants in gasoline, and an ex-
planation of the function of the many gasoline additives. Next, exhaust emissions are
characterized, average values of exhaust components given, and a summary of important at-
mospherie air pollution reactions presented. Emission control devices and sulfate emissions
from these devices are described. This is followed by a complete discussion of methy! cyclopen-
tadienyl manganese tricarbonyl, a substitute antiknock for tetraethyllead. In the event TEL is
legally hanned from gasoline, or removed because it poisons the catalytic muffler surface, this
manganese antiknock is the most efficaous replacement. In this discussion, the adverse health
effects caused by exposure to manganese oxide particulates, the possible exhaust emission
products from this additive, are examined in detail. The review concludes with comments on
automotive engine and gasoline composition redesign as an approach to automotive air pollu-
tion.

Introduction and Background

In 1952, Hagen-Smit (1) demonstrated that
smog in Los Angeles was formed from two
automotive exhaust gas pollutants, unburned
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hydrocarbons and nitrie oxides. In effect, this
study first showed clearly that the automobile,
which had become an integral part of American
culture, was a public health problem. The irony
of this was that the turn-of-the-century expec-
tations for the automobile foresaw it as a solu-
tion to many of the public health problems
engendered by the horse and earriage (2). Some
selected expectations were reduction of city
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noise, restoration of frayed nerves, relief of traf-
fic congestion, increased economy of operation,
and the reduction of population movement from
rural to urban areas. In effect, the study by
Hagen-Smit stimulated much concern, debate,
raised blood pressures, Federal agency creation,
and pressure by different interest groups as to
what other pollutants were present in
automotive exhaust, what effect they had on the
environment, and what could be done to remove
the source of these pollutants. The combustion
of leaded gascline in the spark-ignited
automotive engine, in particular was identified
as the major mobile source of hydrocarbons,
carbon monoxide, nitrogen oxides, lead halide
particulates, and other particulate matter.
Presently, there are about 90 million passenger
cars in operation which use about 10" gal gas-
oline/yr. In 1968, 75 million cars produced 128 x
107 b of CO, 34 x 10? 1b of hydrocarbons, and 16
x 10° 1b of nitrogen oxides (3).

A portion of the discussions since the passage
of the 1970 Clean Air Act has centered on the
methods to be used by automotive producers,
gasoline refiners, and gasoline additive
producers to achieve the exhaust emission stan-
dards preseribed by this law for CO, hydrocar-
bons, and nitrogen oxides. Lead particulate
emissions are not regulated. The methods most
often discussed are the use of catalytic mufflers
to clean up exhaust emissions and the cor-
responding removal of the lead antiknock ad-
ditive since it would poison the catalytic surface
of these mufflers. Others have advocated the
complete redesign of the internal combustion
engine, the development of new engines and
fuels, and increased use of mass transit systems
as solutions to the pollution problem. What is
missing from all these discussions, however, is
an agssessment of these methods from the stand-
point of environmental health. Such questions
as will the proposed solutions do the job, what
will be the consequences for environmental
health if these methods fail, and what will be

-the direct and indirect costs to the general
public are important and critical assessments
which are lacking at this time, and which will
greatly influence the final action on this issue.

This report addresses itself to a discussion of
the methods proposed to meet the exhaust emis-

166

sion standards and an assessment of these
methods from the standpoint of technological
feasibility of proposed fuel additives and emis-
sion control devices, the economics of ehanges of
this magnitude, and the implications for en-
vironmental health. The question of whether or
not such as assessment can be made free from
personal prejudices is real and can be answered
by saying that assessments by their very nature
are judgments made by individuals with human
limitations. This is not in support of the idea
that such assessments should not be made, but
rather in support of the idea that such
assessments should be made and either used as
starting points for further discussions by
others, or made in conjunction with others as in
the Delphi Technique for Technology
Forecasting.

The assessment of the implications of the con-
trol actions of the Clean Air Act of 1970 is lack-
ing because it is difficult to predict the outcome
of such an action due to the complex
relationships between economics, public reac-
tion, technology, and Federal intervention.
However, the refusal to acknowledge the
possibility that what you propose to do to meet a

~set of regulations may contribute to the problem

rather than solve it is not responsible either.
This is not to say that human initiative in solv-,
ing problems should stop; far from it, however,
recognition of one’s actions and their im-
plications is desperately required by not only
the standard setter, but also those directly
affected by the regulations of the Clean Air Act
and also all segments of the general public.

Technology of Gasoline composition, com-
bustion, and Exhaust Emission Profile

Gasoline Composition

In order to assess the developing technology
resulting from the Clean Air Act, it is necessary
to start with the state-of-knowledge about the
existing technology. In this analysis, the first
problem is to characterize the composition of
gasoline. In this characterization, it must be
remembered that the gasoline refining and blen-
ding industry is highly competitive, with the
reasoning for selection of various blends and ad-
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ditives bound up in science, secrecy, and intui-
tion. The final composition is a function of the
chemical composition of the crude oil starting
material, the design of process equipment, and
the economic value of the different crude frac-
tionates. Other important variables are the
climatic conditions of the part of the country in
which the gasoline is sold and the types of
chemieal additives used. Given these many
variables, it is not difficult to imagine a large
number of different gasoline blends. Even so,
gasoline composition and physical praperties
must have definite ranges, since it must
successfully function as a fuel for the internal
combustion engine. Remembering this, the
problem of characterization of gasoline composi-
tion and an understanding of the use of ad-
ditives is again manageable.

A Task Force Report on Health Intelligence
for Fuel and Fuel Additive Registration (3)
sponsored by the EPA began to deal with the
problems of gasoline characterization and
biological test systems for evaluating the health
effects of the exhaust emissions. In this exhaust
emission characterization, both regulated and
nonregulated emissions were considered equal-
ly. In this report average compositions for 30
commercial gasolines were given; these data are
reproduced in Table 1. A flowsheet describing
gasoline manufacture better explains how the
different fractions of gasoline are made in a
typical refinery. This information is shown in
Figure 1, and the gasoline composition is shown
in Table 2. In Figure 1, FCCU stands for fluidiz-
ed bed catalytic cracker unit, CRU means
catalytic reformer unit, and Udex is a li-
quid—liquid extractor unit licensed by Univer-
sal 01l Produets. A catalytic cracker converts
the large hydrocarbon molecules found in crude
oil to the smaller hydrocarbon molecules found
in gasoline. In operation, a fluidized bed
catalytic reactor forces the crude oil up through
a bed of catalyst particles. The fluid motion
agitates the catalyst particles creating a high
degree of turbulence and subsequent high rates
of mass transfer which converts the crude oil
into the Ca—Cs gasoline hydrocarbons. This type
of reactor is preferred in this application
because of high mass transfer rates and negligi-
ble temperature gradients across the reactor.
The catalytic reformer (CRU) cracks and
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isomerizes straight-run gasolines and light
naphthas to increase their oetane number. This
octane upgrading is due to the production of
olefinsg, formation of low molecular weight com-
pounds, and some isomerization. The Udex
process is a liquid extraction with diethylene
glycol. This unit is used to separate aromatics
such as toluene and benzene from the aliphatic
hydrocarbons and is an example of how
petroleum refiners can extract many valuable
products from crude oil which can be used in
gasoline blending and as starting materials for
petrochemical industries.

Function of Fuel Additives

A bewildering number of fuel additives is
necessary because of the variations in fuels, the
variation in engine designs, variations in
seasonal temperatures in different regions of
the country, and the economics of oil refinery
operations. If by the addition of small amounts
of chemicals, it is possible to achieve high levels
of performance in the automotive engines, then
the economic incentive for fuel additives
becomes apparent. The use of fuel additives thus

" allows the oil refiner to divert large quantities

of organic chemicals into other markets and
thus increase the number of product options
open to him. Since most of these organic
chemicals are major starting materials for other
chemicals industries, the use of fuel additives to
free up basic chemicals for other markets is a
sound business practice.

The variations in fuel composition and engine
designs makes the fuel additive business viable
also. For example, engines having lower com-
pression ratios do not need deposit-modifying
additives, and changes in olefin content of gas-
oline requires different antioxidant compounds
for these substances to be effective. The in-
troduction of such a variety of compounds can
possibly lead to inhibition of function and some
antagonism, Therefore, the trend will probably
be to develop multifunctional additives with
molecular structures capable of performing a
variety of similar functions, sueh as molecules
which can function as antioxidants, corrosion
inhibitors, and detergents, for example. Tables 3
to 6 provide more information about gasoline
composition. Table 8 lists key components in
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Table 1. Commercial gasoline properties,

Premium * Regular b Nonlead
Research octane 99.9-09.4 93.1-91.9 90.3
Mo'tor octane 92.4-91.5 87.0—-85.6 82.8
Reed vapor pressure 13._1—13.0 12.9-12.3 10.1
Olefins, % 44— 26 74-10.6 12.6
Aromatics, % 29.7-28.0 21.9-20.3 12,0
Saturates, % 65.9-69.4  70.7-69.1 75.4
Initia] boiling point, °F 81—-82 8488 894.0
Final boiling point, °F 410—-398 420—-390 368
Gravity (APT} 60.5—59.9 60.7-63.0 67.5

#Literature data (5} -

bRange of several factors measured in 30 commercial fuel samples including premiums, regulars,
and 91 octane low and nonleaded fuels,

Gy - C10 hydrocarbons - beiling point: 70°F - 400°F
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FIGURE 1. Gasoljné manufacture.
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Tahle 2. Refinery fractions used in gasoline.®

Table 3. Range of key components in gasoline. *

Gasoline Fraction Element Concentration
Premium 10—-20% Butane Lead, g/gal 0.26—-3.6
Typical 98— 100 RON® . . 0.002—0.058
' 10-30% Light FCCU (olefins) Chlorine, ppm 002=0.
: Bromine, ppm 0.001-0.049
40-50% Qverall.reformate Phosphorus, pprm 0.1-22.8
10—-20% Udex extract Sulfur, ppm 12—-1100
10-40% Alkylate Carbon, wt-% 84.2-86.4
Hydrogen, wt-% 12.7-14.3
+1000 ppm tetraethyllead Trace clements
Fe, wt-% 0.5-1.0
-7 0.5-0.9
Regular . 10—20% Butane %lg v\\;rtt-}'i]o 9_3
Typical 94—96 RON Mn, Wt-% 0.2-0.3

20—40% Heavy FCCU

10—-20% Light straight run
0—10% Udex raffinate

20—40% Light CRU

" reformate

30-60%  Overall

+400 ppm tetraethyllead

dLiterature data (3).

bResearch octane number

gasoline and concentration ranges for trace
metal eomponents. The concentration ranges of
these trace elements have become an important
component of the feasibility of catalytic
mufflers. Tables 4 — 6 give information on the
general classes of additives used in gasoline,
their chemical groups, and their consumption
statistics. The function of each additive type is
given in the next section. The additive consump-
tion statistics reveal that the major production
additives for premiuni and regular gasolines are
tetraethyllead (TEL) (72% by weight) and lead
scavengers (20% by weight) such as ethylene
dichloride and ethylene dibromide.

Functmn of Fuel Additives
Antiknock Action and Combustion in
Spark-Ignited Engines:  Knock is defined as

preignition ‘of the fuel—air mixture during the
compression and ignition strokes of the internal
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8 Literature data ().

combustion engine. In one theory of the
mechanism of knock, the compression of a
fuel—air mixture to 8—10 atm in fractions of a
second results mainly in the oxidation of the
saturated parafﬁmc portion of gasoline (ap-
proximately 65-275% by weight) to peroxides,
aldehydes, and aleohols, according to Downs et
al. (4. If this group of parallel reactions is
allowed to continue uninhibited, the oxidation
process will reach a rate at which ignition. and
heat release will oceur spontaneously. The ex-
plosive potential from peroxides has long heen
recognized by manufacturers and users of ether,
since exposure of ether to air results i in the for-
mation of peroxides at an appreciable rate The
resultlng detonations of this’ uncontrolled
process, called knock occur before the piston
reaches the top of the compression stroke. Since
preignition in'the compression stroke does not
occur at the maximum compression pressure,
the knocking condition results in the inefficien-

cy of power derivation and instability in engine

operation Tetraethyllead (TEL) is added to com-
pete for Oz in the fuel—air mixture during the
compression stroke. Since TEL oxidizes to PbO
at a rate comparable to the rate of oxidation of
fuel paraffins, it can suppress the amount of
peroxides, aldehydes, and alcohols formed duf-
ing the compression stroke. In this way, the con-
centrations of these paraffin oxidation products
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Table 4. Gascline additives.

Additive Level, Comment
ppm
Antiknocks
Tetraethyllead 1000 Best in paraffinic fuels; 108 1b/yr
Tetramethyliead Best in aromatic fuels
Mixtures . , .
Equilibrated mixtures } Best in certain special blends
Methyleyclopentadienyl- 100—400 Best in aromatic fuels
manganese tricarbonyl
Scavengers
Ethylene dichloride 100
Ethylene dibromide
Detergents >400 Mostly nitrogenous
HTA (Esso) Hydrogenated tallow amines
F-310(Chevron} Primary and secondary amines of
' 1400 MW polybutene
| |
LZ—-580 (Mobile, Amoco) CisHan—N—C—CH2CH:—C
. e —
DMA —4 (Shell) Amine phosphate :
DMA-5A Amine phosphate (going out)
Corrosion inhibitors Mainly carboxylic acids
Antioxidants
Di-sec-butyl-p-phenylenediamine 10—-2¢
Di-tert-butyl eresol
Deposit modifiers
Phenyl dicresyl phosphate
Metal deactivators
Disalicylpropanediamine
-Hydrocarbons
Carrier oils 1000—5000
Polymers 100-300

do not reach the levels required for the rapid
heat release process of preignition. Therefore,
TEL allows the fuel—air mixture to be com-
pressed to the volume at which optimal power is
derived from the design of the engine.

In another theory of the mechanism of knock,
Polss (5) sugge'st that uncontrolled combustion
in the ignition stroke is a multistage oxidation
process and produces hydroperoxides in its first
stages. The advancing flame front during com-
bustion produces an increasing pressure and
temperature stress which causes hydroperox-
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ides to decompose to free radicals. The free
radicals initiate chain-branching reactions
which cause autoignition of the fuel—air mix-
ture ahead of the flame front. The shock waves
from this process strike the cyclinder walls and
result in the knocking sound. TEL decomposes
to lead oxides which scavenge free radicals from
hydroperoxide decomposition. The scavengers
for lead antiknock decomnposition products are
ethylene dichloride and ethylene dibromide. The
reaction of these two compounds with lead ox-
ides produces mixed lead halide particulates in
the exhaust emissions. '
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Table 5. Additives used in premium grade automotive gasoline: 1969 consumption, *

Price Use 1969 ,
Additive 3 /lb' tevel consumption, 1088
10%1h

Antiknocks 345.790b 123.440 b
Tetraethyllead 0.35 2.34 cc/gal 285.100 101.290
Tetramethyllead 0.36 1.24 cc/gal 60.690 22.150
Methyleyclopentadienyl-manganese tricarbonyl®

Antioxidants 7.242 4118
2,4-Dimethyl-6-tert-buty! phenol 0.59 7 1b/1000 bbl 1.624 0.958
2 6-Di-tert-butyl-4-methyl phenol 0.57 7 1b/1000 bbl 0.738 0.420
2,6-Di-tert-butyl phenol 0.37 61b/1000 bbl 2.953 1.092
N,N'-Bis (1,4-dimethyl pentyl) p-phenylene-diamine 0.87 6 1b/10600 bbl 0.316 0.274
N n-Butyl-p-aminophenol 0.66 6 1b/1000 bbl 0.189 0.124
N, N'-Diisopropyl-p-phenylenediamine 0.62 7 1b/1000 bbl 0.368 0.228
N,N'-Di-sec-butyl-p-phenylenediamine 0.97 5 16/1000 bbl 1.054 1.022

Corresion inhibitors 10.958 b 5102b
Alkyl and amine phosphates 0.51 10 1b/1000 bbl 8.966 4.572
Alkyldiamine naphthalene sulfonate 0.20 50 ppm 0.664 0.13%
Fatty acid amines 0.35 50 ppm 0.664 0.232
Fatty acid esters 0.25 50 ppm 0.664 0.166

Deposit modifiers 6.328 b 2301
Cresyi diphenyl phosphate 0.30 6 1b/1000 bbl 2.531 0.759
Methyl diphenyl phosphate 0.33 6 lb/1000 bbl 1.899 0.626
Methyl phenyl phosphates, mixed 0.35 6 1b/1000 bbl 0.633 0.221
Trimethyl phosphate 0.55 6 1b/1000 bbl 1.265 0.695
Tris(6-chloroisopropyl) thionophosphate ©

Detergents 4.904b 1.644b
Fatty acid amides 0.30 50 ppm 3.322 0.996
Surface-active alkyl ammonium dialkyl phosphates 0.41 21b/1000 bbl 1.582 0.648

Lead scavengers 96.897b 13.4850
Ethylene dibromide 0.20 0.617 cc/gal 43.8315 8.663
Ethylene dichloride 0.09 0.653 ce/gal 53.582 4.822
Caleium sulfenate and dichlorotoluene °
Cresyl diphenyl phosphate ¢

Metal deactivators
N N'-Disalicylidene-1,2-diaminopropane 1.40 1.5 Ib/1000 bbl 1.580 2.120
N, N'-Disalicylal ethylenediamine ©
Salicylal o-aminophenol ©

Rust inhibitors 5.273b 1.060t
Alkylamine salts of orthophosphoric acids 0.47 21b/1000 bbl 0.843 0.396
Linoleic acid derivatives 0.15 7 1b/1000 bhl 4.430 0.664
Ammonium dinonylnaphthalene sulfonate ©
Fatty acid amides ¢
Isononyi phenoxy tetraethoxy ethanol ©
Isooctyl phenoxy tetraethoxy ethanol ©

Total 478.972 163.270
8 Literature data (3).
b Subtotal.
“Possible minor use.
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Table 6. Additives used in regﬁlar grade automotive gasoline: 1969 consumption.

v Price Use 1969 .

Additive $ /lb, level consumption, 10%%

1081b,

Antiknocks 263.770" 94.060"
Tetraethyllead 0.35 2.03 cc/gal 227.750 80.900
Tetramethyllead 0.36 0.8 cc/gal 36.028 13.160

Antioxidants 6.686° 3.802b
2,4-Dimethyl-6-tert-butyl phenol 0.59 7 1b/1000 bbl 1.499 0.884
2,6-Di-tert-butyl-4-methyl phenal 0.57 T1h/1000 bbl (.681 0.388
2,6-Di-tert-butyl phenol 0.37 8 1b/1000 bbl 2726 1.008
N,N'-Bis (1,4-dimethy] pentyl) p-phenylene-diamine 0.87 6 1b/1000 bbl 0.292 0.254
N, n-Butyl-p-amino phenol 0.66 6 ih/1000 bhl 0.175 0115
N, N'-Diisopropyl-p-phenylenediamine 0.62 71b/1000 bbl 0.340 0.210
N, N'-Di-sec-butyl-p-phenylenediamine 0.97 51b/1000 bbl (0.973 0.943

Corrosion inhibitors ) 10.115° 4.711b
Alkyl and amine phosphates 0.51 10 1b/1000 bbl 8.276 4.220
Alkyldiamine naphthalene sulfonate 0.20 50 ppm 0.613 0.123
Fatty acid amines 0.35 50 ppm 0.613 0.215
Fatty acid esters 0.25 50 ppm 0.613 0.153

Deposit modifiers 4.867P 1.770°
Cresyl diphenyl phosphate 0.30 51b/1000 bbl 1.947 0.584
Methyl diphenyl phosphate 0.33 5 ib/1000 bbl 1.460 (.481
Methyl phenyl phosphates, mixed 0.35 51b/1000 hbl 0.487 0.170
Trimethyl phosphate 0.65 5 1b/1000 bbl 0.973 (.635
Tris(g-chloroisopropyl) thionophosphate®

Detergents 2.994° 1.057"
Surface-active alkyl ammonium dialkyl phosphate 0.41 2 1b/1000 bbi 1.460 0.598
Fatty acid amides 0.30 25 ppm 1.534 0.459

Lead scavengers 73.863P 10.239"
Ethylene dibromide 0.20 0.51 ce/gal 33.114 - 6.622
Ethylene dichloride 0.09 0.538 ce/gal 40.749 3.667
Caleium sulfonate and dichlorotoluene®
Cresyl diphenyl phosphate®

Metal deactivator
N, N'-Disalicylidene-1,2-diaminopropane 1.40 21b/1000 bhl 1.946 2724
N,N'-Disalieylal ethylenediamine®
Salicylalo-aminophenol

Rust inhibitors
Alkyl amine salts of orthophosphoric acids 0.47 21b/1000 bbi 0.779 0.366
Linoleic acid derivative 0.15 7 1b/1000 bbk 4.089 0.613
Ammonium dinonyl naphthalene sulfonate®
Fatty acid amides®
Isononyl phenoxy tetraethoxy ethanol®
Isooctyl phenoxy tetraethoxy ethanol®

Total 369.109 119.392

*Literature data (3).
bSubtotal.
“Possible minor use.
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Detergents: Carburetor detergents are polar
molecules which adhere to the metal surfaces of
the carburetor. This coating action prevents
deposition of materials which could build up on
these surfaces and thus change the dimensions
of the carburetor flow passages and ultimately
plug the carburetor. Detergents are nitrogen-
based compounds such as amines, amides,
amine neutralized alkylphosphates, im-
idazolines and sucecinimides. The molecules’
polarity is a result of the nitrogen atoms. The
surfactant qualities necessary for spreading
onto surfaces comes from the nature of the
other components of the carburetor detergent
molecule.

Corrosion Inhibitors. Gasoline is transported
from the refinery to the distributors through
long pipelines and storage tanks which are sub-
ject to rust. Rust particles can plug fuel fitters if
uncontrolled. Corrosion inhibitors which are
fuel additives are high molecular weight sub-
stances with at least one strong polar group
such as a carboxylic or phosphorie acid or their
neutralized derivatives. The polar group binds
to the metal surface and decreases the possibili-
ty of water eoming in contact with the metal.
This eliminates the electrolyte necessary to
effect the electrochemieal processes involved in
corrosion. Diimides have also been shown to be
effective corrosion inhibitors for fuels. Again,
the molecular requirements for effective corro-
sion inhibitors are a polar group which binds to
the metal surfaces and coats them, and nonpolar
group which jutes out into the fuel.

Antioxidants: The ability of the olefinic
portions of gasoline to oxidize and polymerize to
form a decomposition product referred to as
gum, obligates the need for antioxidant fuel ad-
ditives. Phenylenediamines such as di-sec-butyl
p-phenylenediamine and hindered phenols such
as di-tert-butyl cresol are common antioxidants
for gasoline. These compounds are also an-
tioxidants for plastic and rubber products. An-
tioxidants also seavenge peroxides formed dur-
ing storage of gasoline and thus assist as an-
tiknock compounds. The scavenging ability of
these compounds originates from their function
of interrupting or terminating the oxidation and
polymerization reactions of the olefinie portion
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of the gasoline. Generally the hindered phenols
are more effective antioxidants in lower olefin
content gasolines, and the phenylenediamines
are more effective antioxidants for higher olefin
content gasolines. However, phenylenediamines
catalyze the oxidation of mercaptans to dis-
ulfides, the so-called fuel sweetening process.

Deposit Modifiers: High compression ratios
of 10:1 cause decomposed TEL and other resi-
dues on eylinder walls to glow due to the high
temperatures of the compression stroke. This
glowing phenomenon can cause surface ignition
to oceur before normal spark ignition and thus
result in knock. Deposit modifiers such as eresyl
diphenyl phosphate and methyl diphenyl phos-
phate react with PbO and form lead phosphates
which have higher glow temperatures. In effect,
the volume of cylinder deposits is not reduced,
but the thermal and electrical properties of
these deposits are modified to reduce the fre-
quency of surface ignition. Lower compression
engines do not require these additives since the
cylinder wall temperatures do not reach the
glow temperature of lead oxides.

Metal Deactivators: Because trace metals
in gasolines have the ability to catalyze decom-
position of peroxides to free radicals and thus
promote decomposition of olefins, fuel additives
called metal deactivators are necessary to
chelate the metals and cause their deactivation
as catalysts, The most widely used compound
for this funetion is N,N'-disalicylidene-1,2
propanediamine. An important question with
this particular additive is the nature of the ex-
haust products of the chelated metal ions.
Because of the 2000—2900°F temperatures
achieved during combustion, these chelated
metals most probably are converted to oxides.
What effect these substances will have on the
catalytic converter, and how they will react with
other exhaust constituents, and what the final
exhaust products are, are unknown at this time.

Exhaust Emission Profiles
Federal regulations and changing engine

designs have changed the exhaust emission
profile substantially within the last six years.
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Minor engine modifications such as lower com-
pression, leaner mixtures, spark retardation at
idle, and limited use of air pumps have lowered
hydrocarbon and carbon monoxide exhaust con-
centrations of these atmospheric pollutants
to about 25% of what they were before the use of
these devices. These facts are demonstrated by
Voelz et al. {6) and are shown in Table 7.

Table?7, Average exhaust gas emissions for U.S.
vehicles by age group.

Average exhaust emissions

2500 rpm Idle
City and
yeargroup HC ppm CO, % HC, ppm CO, %

Los Angeles

Pre—66 390 3.1 720 49

66—67 220 1.3 370 3.1

68—69 190 12 350 3.7

0 130 ¢.9 230 24
Chicago

Pre—66 410 2.9 690 4.4

66—67 330 24 590 44

68~69 220 1.2 350 3.5

70 120 0.9 250 2.6

*These data are vehicles tested at the condition specified
in the cities shown. Data of Voelz et al. (6).

These modifications, however, have had little
effect on reducing nitrogen oxide emissions. It is
the nitrogen oxides which are involved with the
formation of nitrogen dioxide (NOz). This com-
pound then reacts with peroxyacyl free radicals
to form the eye irritant and plant damaging
material called peroxyacyl nitrate (PAN).

There are two primary photochemical reac-
tions occurring in the lower atmosphere.
Nitrogen dioxide decomposes photochemically
to form nitric oxide and nasecent oxygen. The
other primary photochemical reactions oc-
curring in the lower atmosphere are the
degradation of aldehydes and ketones to form
free radicals. Once these two major reactions
are initiated, a large number of secondary reac-
tions can occur which produce the major com-
ponents of smog, eye irritants, and plant
damaging materials. A summary of these im-
portant reactions (7) are given in eqgs. (1)—(20).
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Primary Photochemical Reactions:

NOz+ ho = NO+ O (1}
RCHO + hv =R + HOC: (2)
R-C-R' + hv - R + R'C (3)
I} 1]
0 O

Secondary Chemical Reaetions;

O+02+M—0s+ M (4)
NO + 03— NO*. + O: (5)
NO: + 0= NO + 02 {(6)
R + Q:— ROO: ("N
ROOQ- + NOz— ROONO: » peroxyalkyl nitrate (PAN) (8)
ROO" + Qs— RO + 05 (%)
ROO- + §0:— ROOSO: (10)
ROO- + Nd% RO + NO: (11)
R|(rJ + 0:= RCOOO- (12)
4
RCOOO- + NOz— RCOOONO: (13a)
| PAN
RCO0GO: + NO — RCOQONO (13b)

0: + RCH = CHR'—~ RCHO + RO + Hl? (14)
0s + HiC=CH-CH=CH: "
CH:=CHCHOQ + HCHO (15)
CHi-CH = CHz + NO: — CH-CH:zNO: .
Nitropropy! radical (plant damaging) (16}

RO + NO:— RONO: (17)
RO + NO — RONO (18)
RONOQ + hv — RO + NO (19)
RONO + hv — R+ + NO: (20)

The types of hydrocarbons, oxygenated
hydrocarbons, and polynuclear or polycyclic
hydrocarbon particulates and their concentra-
tion ranges in the exhaust from simple
hydrocarbon fuels are shown in Tables 8-11. It
is not possible to determine the fractions of
these substances contributed by the combustion
of fuel additives since the produet distribution
of such a large number of simultaneous parallel
and series reactions is unknown. Tables 8 and 9
have been given by the EPA 13). In Table 8, it is
interesting to note that hydrocarbon (HC) and
carbon monoxide emissions for a hot start
engine are about one-half of the concentrations
for a cold start. Nitrogen oxides concentrations
are essentially unaffected by whether or not the
engine is warm or cold.

The analysis of exhaust emissions for
polycyelic hydrocarbon particulates for Euro-
pean road tests with a VW 1300 is given in Table
10. The chemiecal structures of these polynuclear
aromatics are given in Table 11.
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Table 8. Emission profiles; current systems, 71 Ford, LA-4 cycle.

Emissions, g/mile

Cold start Hot start
HC B 232 + 0.065 181 +0078
co 39.30 +1.910 15.60 + 2.230
NO- 402 +0.41 4.06 +£0.13
Paraffin 113 x0.049 0.90 +005
Olefin 1.07 +0.058 0.84 £0.036
Aromatic 15 = .10 £ 0.009
Diluticn Ratio (1011 £0415 11.23 +0.14
Exhaust Vol CF/Mite 9287 4 1.65 82.27 +0.47
Methane 0.169 £ 0.005 0.091 + 0.010
Ethane 0.031 £ 0.001 0.021 £ 0.005
Acetylene 0.208 £ 0.004 (.158 £ 0.011
Paraffins o
Isobutane 0.004 0.005
n-Butane 0.045 + 0.006 0.077 £ 0.016
Isopentane 0.051 £+ 0.005 0.085 £ 0.013
n-Pentane 0.008 0.019 + ¢.001
Hexanes 0.111 + 0.017 0.108 £ 0.002
Heptanes 0.120 0.118
Total 0.342 + 0.087 0.432 + 0.083
Qlefins
Ethylene 0.272 £+ 0.006 0.212 £ 0.002
Prapylene 0.139 £ 0.005 0.117 + 0.006
Butenes 0.077 + 0.002 0.026 +
2-Methyl-1-butene 0.012 % 0.001 0.011 + (002
3-Methyl-1-butene 0.007 £ 0.001 0.003
Others 0.164 £ 0.009 0.146 £ 0.039
Total 0.670 £ 0.022 0.572 + 0.050
Aromatics
Benzene 0.188 + 0.008 0.142 + 0.024
Toluene (.201 % 0.007 (1142 £ 0.020
Ethylbenzene 0.046 % 0.001 0.031 + 0.001
o, p-Xylene 0.078 £ 0,006 0.050 + 4,002
m-Xylene 0.070 + 0.004 0.047 £ 0.003
Mesitylene 0.011 £ 0.001 0.005 +
1,2,4-Trimethylbenzene 0.054 £ 0.004 0.035 £+ 0.002
Others 0.061 + 0.003 0.040 £ 0.002
Total 0.504 £ 0,045

0.724 £ 0,028

The profile is given by Grimmer et al. /8) and
shows the main components; their average
amounts in exhaust, their weight per cent in the
exhaust, and their earcinogenic activity (Table
10). Carcinogenic activity is defined as follows:
a negative sign (), inactive; plus sign (+) mild
cafcinogen; three plus’signs (+++), a strong
carcinogen. It is worthy of note, that 5.04 wt-%
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of exhaust polycyclic aromatic hydrocarbon par-
ticulates are carcinogens, and that the bulk of
the particulates (87.14 wt-%) is composed of
phenanthrene, anthracene, pyrene, and fluoran-
thene. This type of distribution which favors the
lower molecular weight polycyelie hydrocarbons
18 quite possibly a function of the residence time
of combusted gasoline in the eylinder head and
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Table 9. Oxygenates in exhaust from simple hydrocarbon fuels.

Oxygenate Concentration range, ppm 2
Acetaldehyde 08~ 4.9
Prop1onaldehyde (+ acetone)b 2.3-14.0
Acrolein .2—.5.3
Crotonaldehyde(+ toluene)® 0.1- 70
Tiglaldehyde CHiCH = C(CHa)CHO <01~ 07
Benzaldehyde <0.1-135
Tolualdehyde <0.1- 2.6
Ethylbenzaldehyde <0.1- 0.2
o- Hydmxybenza]dehyde (+ Cie aromatic}¢ <0.1- 35
Acetone(+ propionaldehyde)® 2.3-14.0
Methyl ethyl ketone <0.1— 1.0
Methy] vinyl ketone(+ benzene)’ - 0.1-42.6
Methyl propy] (or isopropyl) ketone <0.1- 038
3-Methyl-3-buten-Z-one ~ - <@1- 0.8
4-Methyl-3- penten-2-one <0.1- 1.5,
Acetophenone T <0.1- 04
Methariol’ 0.i- 0.8
Ethanol <0.1- 0.6
Cs alechol (+ Cs aromatie) <0.1- 11
2-Buten-I-ol (+ CsHs0) ~ <01- 36
. Benzyl alcohol <Q1- 0.6
Pheno] + cresol(s) <0.1- 67
2,24, 4—Tetramethyltetrahydrofuran <0.1- 6.4
Benzofuran - <01- 28
Methyl phenyl ether "<l s
Methyl formate <0.1-= 0.7
Nitromethane’ <0.1- 5.0
CiHs0 <01
CsHsO <0.1- 0.2
CsHloO <{1- 0.3

'Values represent concentratlon levels in exhaust from all test fuels

bData represent unresolved mixture of proplonaldehyde + acetone Chromatographlc peak shape suggests acetone to be the

predommant cornponent

“Toluene i is the predommant component

dThe Cio aromatlc hydrocarbon is the- predommant component

eBenzene is the predommant component

f The acomatle hydrocarbon is’ the predominant component.

the exhaust manifold, and the rate constants as-
sociated with the formatlon of this group of
polycycllc compounds {9).

‘Gross (10) has examined the influence of fuel
and vehicle variables - on ‘the formation. - of
polycychc hydrocarbons in the exhaust gases
Thls comprehensive study measures benzo(a)
pyrene (BaP) and henz(a)anthracene (BaA)asa
function of. fuel composmon engine deposits,
and engine designs Whlch mcludes studies with
uncontrolled emission- engines, modified
engmes englnes w1th thermal converters on the
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exhaust, and engines with monel—platinum
catalytic converters on the exhaust. The results
of this study are part1cular1y good in clarifying
the quantitative changes’in the amounts of ben-
zo(a)pyrene and benz(a)anthracene whlch are
produced . during automotwe operation as ‘a
function of these many var1ables Therefore,
these results will be: presented in detail. Table 12
gives the key' for each engine—exhaust system
desngn Table 13 defines the. fuel -and. the
resultmg engine deposnts Tables 14 and 15 show
how these varlables affect the amounts of BaP
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and BaA in the exhaust. Figure 2 compares the
emission output for each engine design with a
fuel containing 46 wt—% aromaties,

Tables 14 and 15 show for the uncontrolled ex-
haust system of the: 1966 Plymouth (P) that
amounts of dlbenzo(a)pyrene and

Table 10. Polycyclic hydrocarbon proﬁle in exhaust
emissions from European road tests with VW 1300 .

Emissions

Compound Total, ug Weight pei' cent Ca:iiril‘oﬁ;nic
Phenanthrene 2595.0 40.74 -
Anthracene 96&.0 15.15 -
Pyrene 1168.4 18.33 -
Fluoranthene 822.1 1ﬁ.92 -
Beuzo- . .

(a)anthracene 102.6 1.63 +
Chi‘yéene 67.8 1. 0’?
Benio(e)pyrene 54.1 0. 86 -
Benzo{a)pyrene 83.8 1. 32 +44
Anthanthrene 42,7 0.68 -
Benzo(ghi)- .

perylene 253.2 3.98 -

Dibenz(a,h)- ) -

anthracene 64.9 1.02 +++
Coronene

146.1 . . 230 . -

Table 12. Emission test vehiclés. -

"Data of Grimmer et al, (8).

Table 11. Structure of pdy::yc]ic hydrocarbons,
Q) {©)
©

o &

Fluoranthene

Benzo (a)enthracene

Phenanthrene Anthracene

Chryaene Beuze(elpyrene Benzo {a)pyrene

o @
@@@o %%0

Anthanthrene Benzo {ghi)perylene Dibenz(a,h)- Corouene

anthracens
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e Emission-control
Code. ' I.'/.Iode],. year system
P 1966 Plymoufh, No emission control
318,V - (NO)
Q 1968 pheuiolet, Englne mod:flcatlon
307, V-8 (EM)
R 1970 Chevrolet, EM with spark retard
350, V-8 (TCS System)
Q-RAM 1968 Chevrolet, Experimental aii'-injected
307, V-8 RAM thermal reactor
R-CAT 1970 Chevrolet, Experimental. monel cat-
350, V-8 alyst + platinum cata-
lyst (Engelhard PTX-5)
00
b
| \ R - benzo()pyrene
200_:_ I /- henz(a)anthrocene
Lo
100 =
: ; o
: RAM AT
0 | —- e T
1966 1968 R 1970 EXPERIMENTAL

NC EM <

FIGURE -2. Hydrocarbon emlssxons with ‘various engmes
Test fuel, 46% aromatic, 3 ppm BaP; 3 g Ph/gal except in
~ CAT design, in which 0 g Pb/gal used.

benz(a)anthraeene mcreased as, the we1ght per
cent of aromatics in the fuel increased. Table 15
shows that for the uncontrolled exhaust gystem
(P), the nature of the deposits ol the cylinder
will influences the quantity, of BaP and BaA
produced Apparently, leaded gasollne deposits
give more of these compounds’ than do the
deposits from unleaded gaso],me Table 14 shows
also that for car P, the BaP content of the ex-
haust is éssentially not a function of lead con-
tent of the fuel, whereas the BaA content in-
creases slightly with lead content of the fuel.
The two modified erigines (EM),s cars Q and R
essentially reduce BaP and BaA emissions by
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Table 13. Fuel composition—-Engine Deposit Relationship.

Code Deposit Fuel - deposit

A A Commercial lead-free premium used from
the begmrung of tests

A5 A Commercial lead-free premium, + 05 g
Po/gal

B3P B Commercial leaded (2—3 g TEL/gal) pre-

mium with phosphorus additive

one fourth of the quantities shown for car P
for all variations in fuel composition. Figure 2
shows how all five engine désigns compare on
BaP and BaA emissions for test fuels containing
46% aromatics and 3 ppm BaP. Engines P, Q, R,
and Q-RAM were tested with fuel contammg 3g
TEL/gal, and R-CAT with 0 g TEL/gal since the
Pb would poiscn the catalytie surface of the con-
verter

S If lt i$ assumed that a h1gher percentage of
aromatlcs is used as an alternative for leaded
verters, it is possible to estimate the potential
levels of benzo(a)pyrene and benz(a)anthracene
released in the air. If gasoline consumption is
assumed to be approximately 10! gal/yr and
twice the present amounts of BaP and BaA ap-
proximates the togal cohcentration of car-
cinogenic material produced in exhaust
emissions, then the concentration range of ear-
cinogenic material in the atmosphere could
range from 1000 1b/yr for the catalytxc exhaust
system to about 200,000 lb/yr for the uncon-
trolled exhaust system. Since these compounds
are resistant to degradation by environmental
pr'ocesses they will persist, their concentration
will increase, and they will be w1de1y distribu-
ted. -

Catalytic Copverteré and Thermal Converter
Emission Control Devices

Reduction-oxidation catalytic converters and
the thermal -noncatalytic converter-lead trap
system have been offered as solutions to the ex-
haust emission control problem. The operating
principles of both designs are to reduce nitrogen
oxides to Nz and Oz, and to oxidize CO to COz and
hydrocarbons and polyeyelic aromaties to CO2
and H20. The noncatalytic converter-lead trap
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design offers the additional feature of lead par-
ticulate trapping and can be used with.presently
available fuels. Leaded gasoline cannot be used
with the catalytic mufflers. Of the two designs,
it appears that the catalytic converter will be
adopted as an interim solution to meet the 1976
exhaust emission standards. For this reason, the
thermal noncatalytic-lead trap system will not
be diseussed. The design does have merit and in
lieu of the present gasoline shortages, more
attention to the exhaust emission chardcteriza-
tion from the device should be considered since
exhaust lead particulates would be reduced by
80% (11, 12) and the use of TEL in gasoline
would free up valuable aromatic feedstocks.

The design of this catalytic system has a
reducing catalytic muffler on each exhaust
manifold pipe followed by one oxidation
catalytic muffler on the exhaust pipe preceding
the muffler. The feasibility of constructing such
a multipurpose catalytic convertet to operate
effectively for extended periods of time and un-
der such a wide variety of operating conditions
to which it will be subjected is questionable.
Besides the obvious factors which will cause the
catalyst to bréak apart such as thermal shock
from a hot exhaust on a cold catalyst at engine
startup, and mechanical breakup caused by
operafion, other sources which e¢an shorten
catalyst life are the trace metals (10—20 ppm
range) which end up in gasoline as fractionation
residues. It is understood that lead must be
removed from gasoline for these devices to
achieve their 50,000 mile life expectancy. With
leaded gasoline, the ecatalytic surface becomes
poisoned after approximately 12,000 miles and
then the situation is one of the uncontrolled ex-
haust. Other questions associated with this
device are increases in engine operating
temperatures caused by increased back pressure
of exhaust gas passage through the catalytic
muffler with associated problems of lubricant
degradation and engine malfunétion. Such a
situation would result from using richer mix-
tures which would produce better gas mileage,
but may conceivably shorten engine-life sub-
stantially.

Presently, it appears that a Pt/Pd catalyst
will be used in these mufflers. At one time al-
most all of the transition metals were tried
in this application since it had beer shown that
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Table 14. BaP and BaA emissions as a function of engine design, aromatic content of fuel, and tel lead content of fuel.

Emissions, ug/gal.

BaP BaA
Aromatics 0 0.5g 3.0g 0 05g 3.0g
Vehicle in fuel, wt-% Pb Phb/gal Pb/gal Pb Ph/gal Pb/gal
P 11 56 — 56 126 — 1565
28 78 63 59 130 86 157
28 36 18 29 49 30 46
46 125 — 127 196 —_ 258
Q 28 11 8.9 36 28 20 75
28 14 35 34 15 13 15
46 30 — 32 55 — 63
R 28 48 36 26 70 61 51
46 26 — 17 60 — 52
Table 15. Effect of deposit fuel composition on polycyclic hydrocarbon emissions.
BaP, ug/gal _BaA ug/gal _
Test Aromatics, Deposit Deposit Deposit Deposit
Vehicle wt-% A B A B
P 46 57 125 94 196
28 39 78 a1 130
4% 54 127 124 2568
28 36 8 49 130
28 18 63 30 86
28 29 59 46 157
Q 46 12 30 23 '55
28 15 11 17 28
28 14 11 15 28
28 35 3.9 13 20
28 34 36 15 5

NO was readily adsorbed onto these materials,
a necessary step in the catalytic decompo-
sition of NO to N2 and Oz Thermodynamic-
ally, the equilibrium constant for the decom-
position of NO is more favorable at lower tem-
peratures (Kyo = 3.236 x 10 at 1500°K;
Kno = 1.208 x 10* at 1000°K; and K 0=
1.413 x 10" at 400°K). The reduction of NO
produces Oz which is then used to oxidize
CO and hydrocarbons, but the thermodynamics
would favor the reduction catalyst after the
oxidation catalyst due to the lower tempera-
tures and subseguent faster reaction rate of
NO decomposition. The proponents of the
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thermal noncatalytic converter argue that the
catalytic converters are impractical and ex-
pensive. The two main supporters of the ther-
mal converters which could be used with
either leaded or unleaded gasoline are du Pont
and Ethyl Corporation. Ethyl Corporation is
the main producer of TEL in the United
States. The operating principle of the thermal
converter is to convert unburned hydrocarbons
and CO to CO: and H:0, decompose NO to
Nz and O: and trap lead particulates. The
operating temperatures range from 1200°K
(du Pont design, Ky = 2 x 10%) to 1500°K
(Ethyl design, Kyg = 3.24 x 10
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It is the author’s opinion that the catalytic
emission contro! device is an exampie of a solu-
tion for a problem after the fact.. The main
guestions of how the design of the internal com-
bustion engine and the composition of the fuel
can be changed to reduce levels of exhaust
emissions which contribute to smog formation
and associated health problems, are unad-
dressed. Tt is realized, however, that such
solutions require time to invent and implement,
and require substantial monetary research com-
mitments, Even so, the catalytic emission con-
trol device is being sold as the method to meet
the standards of the Clean Air Act of 1970, even
though it may be of questionable functioning
ability. The muffler has been shown by Campi-
on {13} to eatalyse the oxidation of sulfur occur-
ring in gasoline as a residue, to SOs so that
higher concentrations of SOz are produced by
use of catalytic mufflers than without catalytic
mufflers. In the atmosphere SOs is hydrolyzed
to sulfurie acid mist which can be adsorbed onto
particulates or fallout as acid rainfall.

The design of the catalytic muffler un-
doubtedly will be improved to the point that the
Clean Air Act Standards or regulated exhaust
emisgion levels for hydrocarhons, CO, and
nitrogen oxides will be met. It is the nature and
quantity of the unregulated emissions which
cause the most concern. The number of books
and journal articles dealing with the catalytic
nature of platinum are extensive, because its
chemical characteristics facilitate such a wide
variety of gas-phase reactions. The ability of the
platinum catalyst to oxidize sulfur to SOs raises
the real questions of what other reactions are
possible on this surface at exhaust gas
temperatures and pressures. Then, what is the
breakup rate of these catalysts with the
associated questions concerning the discharge of
unregulated emissions into the environment of
platinum metal, platinum compounds and com-
plexes, and the refractory ecatalyst support
matrix? If indeed the catalyst is breaking up at a
significant rate, how much of the catalyst can be
lost out the exhaust pipe before the catalyst
becomes ineffective in reducing the regulated
emissions to the prescribed levels? In other
words, how much catalyst can be lost before the
situation of the uncontrolled exhaust is reached?

180

Economics of a Ban on Leaded Gasoline

The economic impacts of the removal of lead
from gasoline are significant and complex.
These effects are significant because the total
sales of the major supplier of TEL would be cut
in half and because the use of TEL frees up a
large quantity of aromatic feedstocks which are
diverted into the petrochemical industry. The
ban on lead in gasoline will not only affect
several obvious interest groups, e.g., automobile
manufacturers, oil refiners, lead additive
producers, and lead producers, but also other
chemical processors in a less well known
manner,

One very probable alternative to leaded gas-
oline if it is available, is the use of a higher
percentage by weight of aromatics. Chopey (1)
has noted some of the economic implications of
such a switch to higher percentages of aromatics
in gasoline. The operations of the oil refiners,
additive makers, automobile manufacturers,
and lead producers are highly connected. Since
all four deal with large volume products, large
amounts of capital and equipment are com-
mitted by each industry. A change in the
products of one industry, therefore, has a very
profound effect on the products of the other
three industries. In connection with these facts,
it must be remembered that once a particular
plant design has been decided on by industry, a
timetable has been fixed which shows how much
time is required for plant construction, and how
long the plant must operate at its rated capacity
to pay for the investment and to realize a profit.
Part of this profit is applied to the construction
of new plant facilities to perpetuate the
operations of the industry. The point here is
that a significant lead time is required to imple-
ment a product change and that a change eannot
be affected immediately.

In leaded gasoline, the primary aromatics us-
ed, benzene, toluene, and the xylenes, already
amount to approximately 20—30% by weight. In
unleaded gasolines, the weight percentage of
these aromaties could be as high as 46% in
premium fuels. Even for engines designed to
run oh 91—92 Research Octane Number (RON)
gasolines, the weight percentage of aromatics
must be inereased 5—10% above regular gaso-
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line compositions if this is the method chosen
to replace the octane boosting antiknock proper-
ties of TEL. For the sake of illustration, as-
suming that all gasolines will contain about 46%
aromatics by weight, such a tremendous in-
crease in demand by gasoline manufacturers for
these basic chemical feedstocks would have ec-
onomic impacts on several obvious markets and
several unexpected markets, Current con-
sumption of gasoline according to EPA figures
amounts to approximately 10" gal/yr. An in-
crease of 10—20% by weight of aromatics in gas-
oline would produce a demand for 10—20 billion
gal/yr more of these chemicals. Several changes
would be in the product distribution of oil re-
fineries because the major portion of these aro-
matic chemicals are produced from the distillate
streams of crude oil refining. Already a major
portion of these aromatic feedstocks are being
diverted into low-sulfur fuels for power genera-
tion plants due to the SO: regulations of the
Clean Air Act. It is the increased demand for
aromatics which would produce unexpected
economic results. For example, xylenes are ma-
jor starting petrochemicals for phthalic
anhydride and terephthalic acid which are used
respectively to make PAE plasticizers and

Worldwide

polyester fibers (Dacron, Kodel, and Fortrel).
Therefore, the increased demand for xylene
would eventually surface as an increase in the
price of flexible PVC plastics and polyester tex-
tile products. Benzene is widely used in the
produetion of styrene monomer for making
polystyrene products, and for making phenols.
Toluene is a valuable solvent and starting
material for the making of intermediates such
as nitrotoluene and toluenediamine. The point
here is that there is a complex relationship
between economics, plant operations, products,
legislation, and health, and that an action in one
of these areas does not occur independently as
an isolated event.

The lead industry has been searching for
alternative uses for the lead metal which would
be available for other uses if it is legally banned
for the production of the octane boosting an-
tiknock TEL (15). Research sponsored by the
International Lead Zinc Research Organization,
Inc. (ILZRO) is underway to divert this lead into
new organolead compounds, new or increased
uses of inorganic lead compounds, and new
applications of lead metal. The flowsheet in
Figure 3 shows the present uses of lead in-

Lead Production: 2.2 billien lbs/yr
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FIGURE 3. Lead production and distribution.
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dicated by solid lines, and projected uses for
lead indicated by the broken lines.

Organolead derivatives have been tested for
their use as biocides, lubricant additives,
urethane polymerization catalysts and
monomers for polymerization. Inorganic lead
derivatives continue to be used in paint
pigments and lead acid storage batteries. Since
lead use in the storage battery accounts for
about half the production of lead, research is un-
derway to use oxygen from the air as the
cathode reactant. This design change would im-
prove the operating range of the battery so that
it could compete more favorably with newer,
more expensive, higher-energy density
batteries. New markets for lead pigments would
be in paints for corrosion resistance for steel.
Expanded use of lead metal in architectural
applications has also been studied, particularly
the inereased use of lead roofing shingles, wall
panels, and exterior building members.

Health Effects of the Alternatives for TEL
Substitutes for TEL

The use of higher pereentages of aromatics in
the gasoline to achieve the same octane
boosting, antiknock properties that TEL
supplies and the associated health problems
with the use of this alternative to TEL have
been discussed previously. The incentive to
develop substitutes for TEL is high because of
the market potential of the product. Metal car-
bonyl compounds such as iron pentacarbonyl
and manganese carbonyl, and aromatic amines
such as ethylaniline have been proposed as sub-
stitutes for TEL (16). Iron pentacarbonyl has
been rejected because its combustion produet,
ferric oxide resulted in extensive engine wear.
Manganese carbonyl was too expensive.
Ethylaniline was rejected because it was 55
times less efficient than TEL at providing an-
tiknock characteristics to gasoline.

Efficacy of Manganese Antiknock Substitude
for TEL

A particular manganese antiknock additive,
methyleyclopentadienylmanganese tricarbonyl
(MCMT) [CHaCsHiMn (CO)s], has been singled
out for detailed consideration because the major
producer of TEL, Ethyl Corporation, has shown
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that this additive at a concentration of 0.25 g
Mn/gal has the same octane boosting and an-
tiknock characteristics as TEL (17). In current
leaded gasoline blends, TEL is present in the
amount of 1.5 to 2.0 g/gal. Using U.S. Tariff
Commission unit price information for organic
chemicals produced in 1970, TEL sold for
$0.58/1b. At the present gasoline use level of
TEL, this cost adds about 0.2¢ to the price of a
gallon of gasoline. It is estimated that MCMT
used at the rate of 0.25 g Mn/gal would add
between 2.5 and 4¢ to the price of a gallon of gas-
oline. Since the unleaded gasolines which use a
higher percentage of aromatics to obtain higher
octane ratings cost 2—4¢/gal more than leaded
gasolines, the use of MCMT would be
economically competitive with the higher
percentage aromatic no-lead gasolines. The ef-
ficacy of MCMT was further substantiated by a
report from HEW (18) in 1962 which cited this
particular additive as being twice as effective in
raising the octane number as TEL.

MCMT is not a new compound. It is current-
ly being produced at the level of a 106 Ilb/yr. In
1959, Ethyl Corporation announced higher oc-
tanes could be obtained with this manganese
additive in combination with TEL (79). MCMT
has a synergistic effect with TEL on improving
antiknock properties of gasoline. The additive
promotes and extends the effect of TEL in
raising octane number and preventing engine
knoek. Although the mechanism of action of
antiknock compounds is not completely known,
it has been postulated by Girelli and Orlandi
{20) that the manganese additive in the
presence of TEL decomposes to MnQ at a fas-
ter rate than TEL decomposes to PbO. It is the
presence of Mn( which precedes the formation
of PbO that breaks the chain of reactions of
gasoline combustion which in the presence of
TEL alone would continue unabated until

knocking occurred before the appearance of
PhO.

Preparation of Methylcyclopentadienlyman-
ganese Tricarbonyl and Combustion Products
in the Exhaust

MCMT is one of the so-called “sandwich” com-

pounds and is structurally similar to ferrocene,
in that the methylcyclopentadiene ligand is -
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bonded to manganese. The methyleyclopen-
tadienylmanganese tricarbonyl is further
classified as a penetration complex because dis-

similar ligands are bonded to the manganese
atom. MCMT has been synthesized by several
methods. [egs. (21) and (22)].

[Mn (CO)g], + excess [CH3-®] Tetrahydrofuran CH@
100 - 300°C @1
100 parts 800 parts -
¢ & e
(|
0O 0 O
MgCly + CH,C H, + Fe(C0) + N, N-dimethylformamide

: s/

(22)
Mn

¢ ¢ T

|

0O 0 O

Reaction (22) is run with the use of a Mn elec-
trode, pressured to 1000 psi with COz; 25—30V
and current density of 0.1 A/em? at 195°C for 3
hr.

Scavengers, such as ethylene dichloride and
ethylene dibromide, in the gasoline probably
would not be used with this Mn additive so that
there could be some MnO, or other oxides of
manganese such as MnQz, Mn20s and Mn204 in
the exhaust emissions of uncontrolled vehicles.
These compounds would be particulate in
nature. Other possible gaseous exhaust
emissions would be earbon monoxide (CO),
methyleyclopentadienone (CH3;CsHz0), and
cyclopentadienecarboxaldehyde (CsH4CHO).
There is also a possibility that methylcyclopen-
tadiene could participate in the formation of
polyeyelic aromatie exhaust particulates.

Atmospheric Reactions of Exhaust Products
from Mn Additive

Methyleyclopentadienylmanganese  triear-
bonyl has been used as an additive to fuel oil to
suppress the formation of SO:2 and NO: in the
flue gases (16). Manganese dioxide, MnOz, form-
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ed during combustion, readily reacts with SOz
and NO: to form soluble sulfates, dithionates,
and nitrates, (21) by the reactions (23)—(25):

MnO,+ 80, ———» MnSO, (23)
2MnO,, + 380, ——— MnS,0, + MnSO,  (24)
MnO, + 2NO, —— Mn(NO,), (25)

Manganese sulfate, however, will catalyze the
formation of sulfur trioxide from sulfur dioxide.
Sulfur triexide then reacts with water vapor to
form sulfuric acid [eq. (26)].

MnSsSO 2H20

280, + Oy —+ 280; ——+ 2H,S0, (26)

This reaction proceeds very rapidly in foggy at-
mospheric conditions. It has been shown (21)
that in a fog, on assuming a water vapor content
of 200,000 pg/m® a Mn concentration of 0.2
gg/m? and a SO: concentration of 1,750 pg/m?
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“produces about 25 xg/m? of H2804 per hour. The
rate of formation of H2804 trlples when the Mn
concentration. doubles, and increases linearly
with an increase in 8Oz concentration. It is also
significant that whereas other materials such as
platinum, . graphite, charcoal, vanadium pen-
toxide, chromic oxide, ferric oxide, and mtrogen
dioxide will catalyze the oxidation of SOz to SOs,
MnSQ. is the most active. EPA air quality data
for 1968 (22) indicate that the cities of Bir-
mingham, Alabama; Covington, Kentucky;
Detroit, Michigan; Cincinnati and Youngstown,
Ohio; Allentown. Bethlehem, Philadelphia, and
Reading, Pennsylvania; Chatanooga, Knoxville,
and Memphis, Tennessee; and Charleston, West
Virginia already have the 0.2 ug/ m? eoncentra-
tlon of Mn in the air.

Toxmlty of Methylcyclopentadlenyhnanganese
Tricarbonyl and Cyclopentadienylmanganese
Tricarbonyl

Both of these mianganese compounds have
been used as antiknocks, and both belong to the
so-called * ‘sandwich” compounds and are strue-
turally slmllaxj to ferrocene. The toxicity of
cyclopentadienylmanganese tricarbonyl (CMT)
has been. studied extensively in Russia by
Arkhipova et al. (28—25) because CMT was
suggested.as a replacement for TEL. Inhalation
studles with CMT on rats showed that vapor
concentrations of tenths of a mﬂhgram per liter
in air were lethal w1th a one-time exposure,
Acute inhalation’ studles with rats usmg concen-
trations of 120 mg CMT/m? showed vascular
changes such as increased permeability of
vesséls, edema and hemorrhages and falling
blood pressure. Other manifestations of actte
poisoning from inhalation of CMT were atrophlc
changes in the nerve cells, lowering of osmotic
pressure of erthrocytes, and hypoma an effect
caused by molecules of CMT as a whole. Chronie
inhalation ‘exposure of rats to CMT at average
concentrations of 1 mg/m? produced pmsomng
caused by- accumulation of the substance in the
organism. Toxicity to the test animals was
characterized by renal and nervous system
damage, and by decreased resistance to infec-
tion. It was conciuded that the chronic toxicity
of CMT was polytropie and was related to the
metabolic decomposition of this eompound to
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give small quantities of carbon monoxide, and
inorganic forms of manganese. The oral LDse
toxicity for CMT was 80 mg/kg body weight in
white rats, and 3.2 mg/kg body weight in mice
(24). The structrually similar compound
methyleyclopentadienyl manganese tricarbonyl
had an.oral LDso toxicity of 56 mg/kg body
weight in mice (26).

_ Chroni¢ exposure to this compound would be
an occupation health problem to people involved
in manufacturing the additive and to gasoline
attendants who would be involved in gasoline
distribution. It could become a health problem
to the general public, however, because of the in-
erease In popularity of self-service gasoline
stations.

Toxicity of Exhaust Products of Mahganese
Additive

-Exposure to high levels of manganese oxide
dusts by manganese ore miners in Chile, Brazil,
Morocco, and..South Africa, manganese sieel
workers in Pennsylvania, and manganese
workers in dry battery plants, in Egypt and
Gréat Britain have shown a high incidence of a
neiirological disorder similar to Parkinsonism,
and a respiratory disease similar to acute lobar
penumonia (27 — 87). In both these diseases,
manganese oxide dust particles in the air of ex-
posed workers, ranged between 5 mg/m? and 60
mg/m?, In many instances, the particle size of
more than 50% of the manganese oxides was less
thah | . -

Both manganese poisoning and mangamc
pneumonitis represent diseases which result
from excess manganese intake primarily via in-
halation .and ingestion (27). Manganese,
however, is an essential nutritional element in
man’s diet and has a vital biochemical function
as a cofactor ini many enzyme systems (28). The
concentration of manganese in body tissues is
steady, and fairly characteristic of each organ.
Manganese levels in grains are substantial since
it is a vital component of plant growth. In
plants, manganese activates enzymes which
catalyze various stages of plant respiration. In
soils in the northeastern U.S., manganese con-
centration my be present in concentrations of 1
g/m? of soil (29). In plants, it is believed that
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manganese oceurs in a chelated form. This
situation would alter the availability of
manganese in .this coordinated complex form
with the strictly inorganic form of manganese
in manganese oxide dust (37).

In the body, the highest concentration of
manganese. is in the bone (an average of 3.5
mg/g of bone weight). The next hlghest
manganese concentration in the body oceurs in
the glandular tissues, and the hver is coneldered
to be a storage site of manganese. Lung, blood,
and .blood-forming tissue- appear to have
relatively low manganese concentrations. It is
believed that manganese concentrations in hody
organs and tissues are homeostatwally con-
trolled, but the. spemflc hormonal mechanisms
have not been defined (38, 40, 41).

The major portal of entry of manganese in the
air is the lung. From studies with radioactive
manganese tracers, however, evndence suggests
that the bulk of inhaled manganese bhecomes
transferred to the gastroiritestinal tract from
which it is either absorbed or eliminated (27):
The precise sites of gastrointestinal absorption
of manganese are unknown, but in studies with
inorganic supplements, it appears that the
amount absorbed is proportional to the amount
supplied for absorption. It has been suggested
that gastrointestinal absorptlon of manganese
from the lung is pertlnent to the pathogenesis of
chronic manganese poisoning (38).

. Manganese is primarily excreted i in the feces
via the bile. The gastrointestinal contents are
therefore both the source and sink for
manganese. It has been shown that manganese
in the bile is probably reabsorbed so that the
metal is recycled several times through body
tissues bhefore elimination. The rate of
manganese elimination s insensitive to the
presence of other metals-or changes in acid-base
balance, but sénsitive.to the bedy load. In
supplement studies with inorganic manganese,
40—70% of the total dose is eliminated initially
in the feces (38). '

The dynamics of transport and turnover of
manganese in body organs is different for each
organ and may suggest how excess manganese
intake results in manganese poisoning.
Therefore, the partition of manganese varies
greatly and is a function of the equilibration
dynamics of each organ. Manganese, however,
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shows a distinct preference to accumulate in
mitochondrian rich tissues (38). In studies with
4Mn (27, 40, L2) it was shown that the rate of
loss of metal froii blood was rapid and cor-
related well with the rate of uptake by the liver.
The transport pathway of manganese in human
plasma has been shown to be a pi-globulin,
rather than transferrin, the _transport protem
for iron. Manganese has a long residence time in
the body after it has gained entry. The turnover
rate .of manganese by the central nervous
system, endocrine glands, and muscle tissue in-
itially is raprd but with time appears to level off
to constant 'levels whlch are not discharged
readily.

One “of " tHe diseases whlch results from ex-
posure of manganese ore miners to high at-
mospherlc levels of manganese oxide dust, is
manganic pneumonitis. Theére was a partleular-
ly high incidence of this resplratory disease dur-
1ng the winter of 1939—40 in Moroccan
manganese ore miners, with an assomated high
death. rate (38). Reported cases-of manganic
pneumonitis averaged 65 per 1000 miners. A
comparable outbreak of this disease occurred in
the winter of 1947. Associated with these out-
breaks were deplorable- situations of nutrltlon
housmg, and persohal hygiene among the
miners, It was concluded that manganese was
not the sole etiological factor at work, but was
eertamly ah aggravatlng factor.

" Clinical signs of manganese pneumonitis are
first those of acute alvedlar inflammation
(82—34, 87). Breathing is markedly labored and
difficult, respiration shallow and gasping.
Coughi and’ expectoration are rare. The illness
alters, however, after the third day from frank
pneumonid to less well defined localization and
diserete pleural involvement. Fatality can ensue
from heart failure between the fifth and tenth
day. Fatality can also oceur suddenly in patients
considered cured. Sulfonamides and antibiotics
have very little effect on the disease. Among
patients is observed a condition of leucopema
with relative polynucleosis, an enormous rise in
erythrocyte sedimentation rate {120 in the first
hour using a Westergren tube), and eosinophilia
in the sputuni, After observing these clinical
manifestations of the disease, it was difficult to
determine whether the patient was suffering
from an ordinary pulmonary infection com-
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plicated and aggravated by manganese, or sub-
acute edema, the pulmonary manifestation of a
toxic state.

The other disease resulting from an excess
respiratory intake of manganese oxide dust is
chronic manganism or manganese poisoning.
The major oxide of manganese found in
manganese ore is manganese dioxide, MnQs.
Those who contract manganese poisoning ex-
hibit a self-limiting psychiatric disorder, at the
end of which permanent neurological
manifestations appear and persist even after ex-
cess metal becomes cleared from body tissues.
Again, the concentrations of manganese in the
air were between 4 and 60 mg/m?, a situation
which is four orders of magnitude greater than
was found in U.S. city atmospheres in 1968,

The neurological syndrome of chronic
manganism has three stages (27, 30, 33, 87, 38).
The prodromal period is characterized by sub-
jective disorders such as general asthenia and
anorexia, staggering gait, times of incoherent
speech, periods of aggressiveness, general in-
difference, lumbar pain and cramps, and
periods of insomnia. The intermediate phase is
characterized by the development of more objec-
tive symptoms. There are more acute distur-
bances of speech, the assumption of a facial ex-
pression which is jovial and fixed and gives the
patient a dazed appearance. Spasmodic laughter
and weeping, increased clumsiness in
movements especially in upper limbs, and
hyperemotionalism are characteristic clinieal
signs of the intermediate phase of manganese
poisoning. Walking backward is more difficult
and may be accompanied by retropulsion and
loss of balance. The established phase becomes
readily apparent after 2—3 months. The essen-
tial symptom dominating the clinical picture is
muscular hypertonia in extension. This is mark-
ed by increased muscular rigidity in the lower
limbs and face. Movement is difficult and
characterized by a “slapping” gate. Lifting
welght is impossible and a slight push from the
front can topple the patient backward. Along
with the muscular rigidity are either spon-
tanegus tremors, or tremors brought on by
fatigue, emotion or cold. The fixed facial expres-
sion is more pronounced and facial emotion in
speech 18 lacking completely. Spasmodic laugh-
ter is more frequent.
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Susceptibility of individual exposed workers
to chronic manganism in either manganese min-
ing personnel or workers in industrial
operations which use manganese metals or ox-
ides, is unpredictable. The latent period of the
disease can vary from 18 months to 20 years and
the most susceptible age is difficult to deter-
mine (27). However, in studies with *Mn, the
total body turnover of manganese by healthy ex-
posed miners was twice as rapid as by miners
with manganese poisoning. In these same
studies, blood levels of manganese in healthy ex-
posed miners was twice as high as in miners
with manganese poisoning. This confirms the
individual nature of the disease and how some
individuals who were exposed to the same at-
mospheric concentrations of manganese as
those patients who contracted manganese
poisoning, have the ability to rapidly remove the
excess metal from their body tissues. Recently,
modification of chronic manganism has been
achieved by gradually inereasing doses of L-
dopa, up to & mg/day, for patients with
hypokinetic forms of this disease, and 5-
hydroxytryptophane, 3 g/day (43, 44). These
drugs were used because of the similarity of
manganese poisoning with Parkinsoh’s disease.

Consequences of Manganese Exhaust
Products and Emission Control Devices

One of the more important questions to be
answered in determining the potential health
hazard from this replacement for TEL is what
effect will manganese exhaust products have on
the catalytic muffler emission control devices
for both 1975 and 1976. Because there is no legal
ban on manganese gasoline additives, this com-
pound may be used in gasoline as an antiknock
additive.

Presently, it is not possible to assess the im-
pact of manganese oxides on this catalyst
system. Because manganese oxides are such
effective oxidation catalysts, their presence may
actually enhance the effectiveness of the emis-
sion control system. On the other hand, even if
hydrocarbons, CO, and nitrogen oxide emissions
are reduced, not all of the manganese oxides can
accumulate indefinitely in the exhaust emission
control system and will be discharged as par-
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ticulates, probably as oxides, nitrates, and car-
bonates. The fact that manganese oxides can
catalyze the econversion of sulfur to SO is
another important aspect of this possible alter-
native for TEL. In attempting to assess the
possible levels of atmospheric manganese due to
a complete switch from leaded gasoline to this
manganese antiknock, use has been made of at-
mospheric lead levels from 1968 EPA air quality
data (22), and Ethyl Corporation’s projected use
level of Mn/gal of gasoline. Atmospheric lead
above citles is about 2 ug/m?® for a yearly
average. The use level of manganese/gal would
be about 1/6 of present Pb levels of gasoline. If
it is assumed that lead in the air comes primari-
ly as a result of the use of leaded gasoline, and
that the previously leaded gasoline will now be
manganesed gasoline, then the increase in at-
mospheric manganese would be 0.35 ug/m? to
give a total yearly average of about 1.2—-1.5
pg/ms.

The levels of atmospheric manganese found in
connection with the incidence of manganic
pneumonitis and chroniec manganese poisoning
were 5—60 mg/m?, on the average. These same
studies on diseases from excess manganese ex-
posure also showed that ambient weather con-
ditions greatly influenced the manganese con-
centration in the air. Foggy weather with no
wind could easily increase the atmospheric con-
centration of manganese to 10—20 times the
average. In this respect, people caught in traffic
jams and inner city dwellers could very possibly
be exposed to higher levels of manganese oxides
in the air than a yearly national average would
show. In assessing the potential health hazard
from this antiknock compound, consideration of
the individual susceptibility of this disease and
the difference in turnover and boedy loads of Mn
must be taken into account. Using the Air Quali-
ty Data for 1968 from the EPA illustrates that
atmospheric coneentrations of manganese could
be about 1 pg/m?® as compared with 5—60 mg/m?
concentrations of manganese oxides associated
with the incidence of manganese poisoning and
manganese pneumonitis. The threshold limit
value {TLV) for manganese set by the American
Conference of Government Industrial
Hygienists in 1968 is a ceiling value of 5 mg/m?,
It must be remembered that this value is for
usually strong healthy workers who do not work
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in this atmosphere all the time, and who may be
moved from jobs with high manganese levels in
the air, at regular intervals. Whether the
general population can tolerate chronic ex-
posure to higher projected atmospheric levels of
manganese and higher levels of sulfates as 3
result of this manganese antiknock additive is a
question which should be given serious con-
sideration while there is still time to do so.

Conclusions

The controversy on banning lead from
gasoline and the projected use of ecatalytic
mufflers to achieve the standards of the Clean
Air Act of 1970 has degenerated to a crisis situa-
tion complete with uncompromising positions
on the issues, This situation is due in part to the
inability to answer fundamental aspects about
this question and the use of correlations
between exposure levels to lead and disease
which are difficult to substantiate. It is this
kind of atmosphere which has stifled critical
discussion and analysis of the economies and
health effects of the methods proposed to meet
these standards. This is an important discussion
because the alternatives are backed by interest
groups which would be most affected
economically by the outcome. The inclusion of
economics into 2 discussion on the alternatives
to a problem historically has added to the
general confusion of the issues and resulted in
oversimplified or wrong selection of an alter-
native which is expedient, but may not solve the
root problem, and even may add to it. With
respect to size and influence, the two interest
groups involved in the alternatives for leaded
gasoline are not evenly matched. Indeed, it
appears that the proposed alternative will be the
use of higher weight percentages of aromatics to
achieve comparable octane boosting and an-
tiknock capacity as TEL, coupled with the use of
the dual ecatalytic converter system to clean up
the exhaust.

These are alternatives which partially solve
the exhaust emissions problems but do not con-
sider some of the fundamental aspects of not
only the pollution preblem, but also the in-
creased utilization of metallic and petroleum
resources problem. Two of the root problems are
the design of the internal combustion engine
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and the composition of gasoline used. Until the

air pollution crisis from automotive exhaust

erupted, automobile engines were being design-
ed for higher and higher performance. The
achievement of this purpose manifested itself in
shorter stroke engines, higher compression
ratios, and the use of richer fuel mixtures. Ex-
haust emission control regulations resulted in
modifications of engine design to meet these
standards. Changes in engine design to solve
pollution problems have to be evolutionary and
cannot occur immediately. However, complete
engine redesign must occur simultaneously and
would appear to attack the root problem in a
more reasonable and acceptable manner. The
modification of engines with more sophisticated
emission control devices rapidly reaches the
point of diminishing returns, as far as reducing
the rate of utilization of fossil fuels and the
enhanced onset of the energy crisis are concern-
ed. This is due to the fact that more horsepower
is diverted from running the engine to running
the control devices. Therefore, more gasoline is
required to travel the same distance, and the
emission eontrol devices must handle a larger
volume of exhaust emissions. Compounding this
problem still further, the National Academy of
Sciences {43) raised serious doubts about not
only the performance of these catalyst systems
in actual use, but also the ability of maintenance
personnel to properly repair these systems.

The pollution problem from the automobile
exhaust is an engineering problem, and always
has been. The redesign of the internat combus-
tion engine must be accompanied with a
simultaneous redesign of gasoline composition.
These design changes are a tremendous
challenge since the automotive engineer must
operate now within efficiacy, environmental,
fuel supply, and economic constraints.

With respect to engine design, the stratified-
charge CVCC (complex vortex controlled com-
bustion} engine by Honda (46), may be in the
right direction. The operation of this engine in-
itially involves ignition of a small amount of a
very rich mixture in a small chamber above the
main cylinder body. The flame then spreads to a
larger quantity of a very lean mixture in the
larger main cylinder and completes the work of
combustion with the downward stroke of the
piston. This design has the effect of not allowing
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cylinder gas temperatures to reach the higher
temperatures {2900°F range) required for
significant formation of nitrogen oxides. The
use of lean mixtures in the larger chamber has
already cut down on the quantities of CO and
hydrocarbons produced so that the engine can
achieve the 1975 U.8. Standards for Exhaust
Emissions without control devices. The average
results with a 1955-cc 4-cylinder CVCC engine
compared with U.S. Standards are shown in
Table 16.

Table 16. Comparison of emissions from CVCC
engine with 1975 U.S, standard,

Emissions from Honda Emissions 1975 U S.

engine, g/mi Standards, g/mi
HC 0.23 0.41
CO 241 3.40
NO= 0.95 3.00

This design was achieved without loss of per-
formance (9.1 compression ratio 72 mm bore,
and 88 mm stroke), and without drastic changes
to present engine biock design such as the
Wankel engine would be. The developments by
Honda require watching and more complete
analysis than can be given here to determine
whether or not the CVCC engine completely
golves the air pollution problem.

[t can be seen that the methods used to
achieve the standards of the Clean Air Act have
affected many industrial endeavors which at
first may not have appeared to have any connee-
tion at all with these proposed alternatives.
However, it is hoped that discussion of these
proposed alternatives and control devices has
heen stimulated so that they may be given due
consideration for their impact on environmental
health.
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